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Air Barrier Paper
Eltete VCL 180 
Laminated, net-strengthened and breathing 
vapour-control four-layer paper. This product is 
especially suitable for the vapour control of 
natural fibre and hygroscopic materials when a 
breathing structure is desirable. Due to its 
laminated and net-strengthened structure, it can 
be used as a supporting layer for the insulation, 
together with the resting sparse planking. Made 
in Finland. CE-marking and M1-classification.

Product information (Eurofins Expert Services 235-2018-00041501)

PRODUCT WIDTH EN 1848-2 mm 1250

GRAMMAGE EN 1849-2 g/m2 184

THICKNESS EN 1849-2 mm 0,20

CURVING EN 1848-2 mm > 5

WATER VAPOR PERMEABILITY, 
EQUIVALENT AIR LAYER THICKNESS SD, 
NEW / OLD.

EN 1931 m 0,61/0,47

WATER RESISTANCE EN 12311-1 N/50 mm 872/430

TEAR STRENGTH MD/CD EN 12311-1 % 3/6

TEAR STRENGTH (NAIL SHANK) EN 12310-1 N 71/52

Packaging 60m² :
• Product code: 50512
• Width 1250 mm, 
• Roll: 60m² - 11 kg
• Amount / pallet: 30 rolls 
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